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BT
EDGER 
TROWELS

BT60B

DIAMETER 60 cm 75cm

EINGINE POWER 1.2 kW 1.7 kW

BATTERY TYPE 32020 (25.9V) 32020 (25.9V)

BATTERY LIFE AT USAGE 75–180 min 60–180 min

BATTERY CHARGING TIME Max. 3 Hrs Max. 3 Hrs

WEIGHT 68 kg 80 kg

BLADE & FLOAT PAN OPTIONS:

   FINISH BLADES YES YES

   PLASTIC BLADES YES YES

   FLOAT PAN YES YES

TECHNICAL INFO

• Battery version powered by Lithium high quality 
battery

• Zero emission for increased safety and health control
• Noise level reduction (max 79 dB(A))
• Easy change of batteries quick connect
• Light weight design (similar to gasoline models)
• CE approved
• Folding handle for easy storage and transportation
• Double Mechanical stop system
• Equipped with special hoist hook

BETTER CO2 FOOTPRINT 
FOR YOUR FLOORING 
PROJECT

BT60B & BT75BE 
BATTERY POWERED 
TROWELS

BT75BE
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BT
POWER  
TROWELS • Contoured handle for maximum comfort and machine 

control
• Tri tube laterally welded handle for strength and to 

protect control cables
• Dual stop safety systems. Manual and centrifugal
• Chromed guard ring and handle for easy cleaning
• Precision machined solid bronze gear and hardened 

ground worm gear for long life
• Impact resistant aluminium gearbox
• Tapered main shaft for perfect fit to precision 

machined tolerance fit to spider plate and trowel 
arms to ensure minimum wear and long service life

• Hoist hook fitted as standard
• Folding handle option
• 36 month warranty on Gearbox and Spider

BT90HFHBT75H

BT90H BT120H

Distributed by 

www.ipspower.com    877.477.3353

www.betoncanada.com

BT60B

BT75BE



Distributed by 

www.ipspower.com    877.477.3353

www.betoncanada.com
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BT
POWER  
TROWELS

DIAMETER 75 cm 90 cm 120 cm

ENGINE OPTIONS Honda GX160 Honda GX160, 270 Honda GX270

BTP200 BTP200 Honda GX390

Yanmar Diesel, 230v Yanmar Diesel, 230v

Electric, 50 Hz Electric, 50 Hz

FOLDING HANDLE OPTION OPTION NO

WEIGHT 70 kg 78 kg 118 kg

BLADE & FLOAT PAN OPTIONS:

   FINISH BLADES YES YES YES

   COMBINATION BLADES NO YES YES

   WIDE FINISH BLADES NO YES YES

   FLOAT SHOES YES YES YES

   PLASTIC BLADES NO YES YES

   FLOAT PAN YES YES YES

   GRINDING BLOCKS NO YES YES

TECHNICAL INFO

DEAD MAN SWITCH

BT90 DOLLEY WHEELS (OPTIONAL)

CENTRIFUGAL SAFETY SWITCH

PRECISION MACHINED SPIDER

FEATURES

09BETON TROWEL BV  •  BROCHURE 2023

BT
POWER  
TROWELS

CM4860E
WB MODEL EDGER MODEL

BT90H CC4860E COMPACT

TYPE CC4860e Compact CM4860e

EINGINE POWER 3kW 3kW

BATTERY TYPE LiFePO4 LiFePO4

BATTERY LIFE AT USAGE 50–120 min 50–120 min

BATTERY CHARGING TIME 47 min with 35A charger 47 min with 35A charger

APPLICABLE BT60H, BT75HE BT75H, BT90H

TECHNICAL INFO

•
•
•
•
•
•
•
•
•
•
•
•
•

BATTERY DRIVE KIT FOR 
WALK-BEHIND TROWELS 
AND EDGERS

• Interchangeable with fuel engine
• No exhaust gases, no fuel and no cords
• Zero-Emission
• Low noise production
• Quickly changeable Clover battery
• Battery 100% charged <1hour
• Quick start/stop
• Ergonomic throttle
• High power air-cooled 3kW motor
• Latest generation Lithium LiFePo4 Battery
• State of charge (SOC) indicator in each battery
• Nonstop power floating with 35A fast charger 

(optional)
• 2 engine models available to mount on BT60H, 

BT75HE, BT75H and BT90H
• Kit includes drive unit + battery + charger 5A
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CC4830E Compact CM4830E 

CM4830E
WB MODEL

CC4830E
EDGER MODEL

BT90H


